
Honda	Element	Valve	Clearance	Adjustment		

Information compiled from thread http://www.elementownersclub.com/forums/showthread.php?t=8768 
 

1.	Preparation	
 
Suggested list of tools: 
 

□ Angled feeler gauges, covering at least from 0.008 to 0.013 inches or 0.21 to 0.32mm. 

□ Two 3/8" Ratchets 

□ 3" and 6" extensions for 3/8" drive 

□ 10mm and 19mm sockets 

□ 10mm crescent wrench    

□ Flat screwdriver (or Honda special tool 07MAA‐PR70100) 

□ Pliers (for breather hose) 

□ Torque wrench (good up to 20 N*m) 

□ Handheld Mirror 

□ Non‐chlorinated brake cleaner 

□ Hondabond HT or equivalent gasket sealant (such as Permatex 82194 Ultra Grey) 

□ 5/8" spark plug socket (optional to remove plugs but help for rotating the engine) 

□ Helm or Honda shop manual to complement this procedure. 
 
Suggested list of spares: 
 

Some have done the valve adjustment and re‐used the same gasket that was there, but if you 
find a cracked/dry seal or bust the gasket, might be a good idea to have some spares on hand: 

 

□ Valve Cover gasket. (Honda P/N: 12341‐RAA‐A00) 

□ Spark plug tube seals (bottom), qty: 4. (Honda P/N: 12342‐PCX‐004) 

□ Spark plug tube seals (top), qty: 4. (Honda P/N: 30522‐PFB‐007) 

□ Valve cover washer grommets, qty: 6. (Honda P/N: 90441‐RAA‐A00) 

□ You can also get a kit for the 4 above items from 3rd party companies.  
(example: FEL‐PRO VS50614R ) 

□ If you decide to disconnect power steering line and need to replace o‐ring: 91370‐SV4‐000 
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